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CONFORM TO NFPA NO.3, TYPE OF CONSTRUCTION IS MOMCOMBUSTIBLE.
SPRINKLER SYSTEM - PARTIAL FLOOR PLAN 2 pUTOMATIC STRINGERS Sl pe i %‘? “’“W S e
SCALE %' = 1’ - HIGH TEMP. RATED AT 286 F, & THOSE WITHIN THE 28
HEATER FACE SHALL BE INTERMEDIATE TEMP. RATED AT 212 T
. 3. EACH BAY WILL BE PROVIDED WITH A CAPPED DELUGE WATER
Y | SUPPLY. ACTUAL MSTALLATION OF DELUGE SYSTEM WILL BE BY USER.
¢ 4. SPRINKLERS IN THE STORAGE CUBICLES SHALL BE MOUNTED WITHMN
AUTOMATIC UPRIGHT SPRINKLER 6" OF THE STORAGE CUBICLE CEILMG. SPRINKLER IN ALL OTHER AREAS
SHALL BE WITHIN 16 INCHES OF THE ROOF. B
TEST VALVE 5. FIRE PROTECTION LINE SIZES FOR BANCH LINES WITHIN THE INSPECTION
/ BAYS ARE TYPICAL. LINES SIZES ELSEWHERE ARE AS SHOWN.
GLOBE VALVE NOT OVER 7 FT.
ABOVE FINISH FLOOR
SMOOTH BORE CORROSION RESISTANT
OUTLET GIVING FLOW EQUIVALENT
TO ONE SPRINKLER
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